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INDIANA WIRE PRODUCTS—PARTITIONS
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panel swing door panel panel service window panel

No. 150 C DETAIL SPECIFICATIONS

wire

mesh

vert. frame
horiz. frame
cir. reinf.
top channel
corner post
floor shoes
door frames

No. 10 W&M gauge
1172 in. diamond
T4 x 580N,

1 x 1/2 channel

1 x 3/8 dbl. channel
214x 11in.

11/4x 11/4 in. angle
11/4 in. square

114" x 172"

triple crimped, Machine Woven.

“wires clinched into frame.

C channel.

tenoned at corners.

bolted thru mesh.

channel with “U” (Bolts) for installation.
with holes both sides to fit panels.
pressed steel, with screw adjustment.
channel.

No. 200 HD DETAIL SPECIFICATIONS

wire No. 6 W&M Ga. triple crimped, Machine Woven.
mesh 2 in. diamond wires clinched into frame.

vert. frame 112 x 3/41in. channel.

horiz. frame | 112 x 3/ channel.

ctr. reinf. 1 x 1/2 dbl. channel bolted thru mesh.

top channel | 3in. x 4.1# channel w/ “U” Bolts.

corner post | 112 x 112 angle.

floor shoes | 11/2in. sq. steel, w/set screw.

Finish—Standard shop coat grey, green, or black
enamel. Other colors and hot dipped galvanized
finish available.




COMPONENT PARTS

CORNER POST COVER BAR WALL CLIP 98E TEE JOINT
90° W/'U" BOLT (ONE FOR EVERY CLIP 100Z
2' OF HEIGHT)

ADJ. CORNER NO. 99L "C" Channel
POST FOR FOR 150 C
OTHER THAN 90° TURN
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BRONZE MORTISE Service Window No. 31
CYLINDER LOCK in Closed Position Track & Trolley
Floor shoes are sturdy pressed steel with screw adjust- Cover Bar
ment. Our shoes cannot break as cast shoes do when Cover bar is a 2 1/4" x 1" channel attached over top of panel

run into or over by equipment. line with "U" bolts every 24".
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SERVICE WINDOWS

Service windows, either swing or slide up, may be
installed in any panel or door. Standard windows
furnished with 12" x 24" shelf of 10 ga. steel.

STIFFENERS

For Self-Standing Installations

3" 4.1 Channel Stiffener Posts—The best in the
Industry and we prefer these over ali others. They
should be placed on either side of slide doors. Place
one 3" post at app. 20' centers in all lines of 7' to 9'
high panels, between every other panel in lines 10'
to 12' high, and between all panels in lines over 12'
in height.

2" Channel Stiffener Posts—We stock these posts
cut from 2" x 1" x 1/8" hot rolled channel w/heavy
angle welded on bottom. We will furnish these posts
when specified or preferred to our standard 3" stiff-
ener. Place these posts at slide doors same as 3"
posts, between every other panel on heights to 10’
and between all panels on heights over 10",

Flat Bar Stiffeners of various sizes are sometimes
specified and we can furnish any of these when
required.

SHEET METAL BASES

Sheet Metal Bases—16 ga sheet metal can be placed
in the bottom half of any panel or door. The sheet is bolt-
ed to the mesh.

Finish—Standard grey, black or green enamel ap-
plied by flow coating to insure complete and heavy
paint coverage. Any speciai cclor can be furnished
from color chip or paint make and number at extra
cost. Hot Dipped Galvanized Finish can also be sup-
plied at additional cost.
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3" 4.1 Channegl
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2" Channel Post

3" Channgl Post
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